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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHQTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 



(i9)H*@^ff;t (jp) 02) 4rF !ft £t ^* (a) oowihimhmw 

#5^2002-297824 
(P2002 -297824A) 
(43)&HB ¥^14¥10^11B(2002.10.11) 



(51) IntCl. 7 
G 0 6 F 17/60 

A 6 3 F 5/04 
7/02 



14 6 

5 04 
5 12 
3 2 8 



F I 

G 0 6 F 17/60 

A 6 3 F 5/04 
7/02 



146Z 2C088 
5 04 
5 1 2B 
3 2 8 



ssit* m mXMvms ol (£ioh) 





45H2001 -96234( P2001 -96234) 


(71)ffllltA 501016847 








(22)tflHB 


¥f£l3<p 3 n 29 B (2001. 3. 29) 


a 












(72)»en# ma *ia 






SCKS&ST?&KBSHa-T@6#l^ 












(74)ftSA 100071054 






&m± *** ns*K 






F^-A(##) 2O088 CA01 CA05 CA06 CA07 CA08 






CA13 



(54) [mw©«w] m&m&£Tm&m*y h^-^x^A 



(57) [S*j] 

[SUM *&Bj©iSgI«. i^KD^l^, 

l^^-f^fATiot, WEBD--A--B, 3 




(2) 

1 

©* ? y o - f icmm ztizttb K*ftfMisigiJ©^ * 

HirlEWEB-^-^--{3:. n>f ^ -^ffi^tS^fflLfif 10 

ib* 9 h ■7-i'^LriES«©gaits**«iffi-r*t9«i 

[11*113 ] iftiawafinRi*. miBM&m&fflW? 

Sill 5J3S 3 &tf BIS© jg&tS* 7 
[»*3S5 ] BulBi®S*£«. ^^&4'©j&li8i«<* 

Bu!B©3tit$R». A»4&6imf3)gifti!£JJI©l&£©IS:;£ 

SWBWMMRtt. BrJ£©*fludfcfcK:i6;t;-c. j»£©jIfT 

ti-4W#JH2 *fcBSt«JB3 tcBBtt©JBa«* ? h -7 
-i>^fA a 

[lf*3I7] lftlBtfBlfttttt. WI3»S«©5B±ff 
h7-^->Xf A, 

[»*S8] mriB«ilt«fa«. BUlBiSSm©S«© 
A f - * -C * S C 4 £ 4 T £ 2 K IB*£© 40 

twsPBoi iriBisaKtsw. ^soufc £*©]£&&<* 

7-J^fA. 

[M«q( 1 0 ] iftBiB&Att. xo ? h v^>r* 50 
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B(fia#a©y-Af t -*«. BfjemiBiccfetti. A^fc 

8 {CiB«©iEK«* -^7-? ^fA„ 

[is*]® i i ] gtriaifatffsi*. mnai6««Sitfci> 

^2 {CIBiS©jBt$ta^ -j Y 7-*->XfA„ 

«w*ar*s c &*«Mt£-r«ni*«2 (ciats©^ 
[st*Bi3] Huiatatf^ti, i»KjB&tt««iiap 

Iti-T'o^ A^M^K-cab -5 c 4 Zftffl. 4 -r zm* 

m2 iam<Di&mm* ? y 7-*^fA. 

[ tmm 14] mflB-^ "j Yv — i> L X mi BiSiJ 

•>XfA. 

[is^ i 5 ] Buia^ttfijffliiin©^* «. 

«@W©iSi^«M6»lJ I D^Wl, b«IB^9 hi -9* ft 

Wtffl I D 4A^J I D 4©JB^*ff milBS I D© 
^Sl»K:«flBj8iSi*JBB*&3 C 4 r ill^l 

2 *> 14©^ %L»-3ti3&>— mic3z.momim* 

•y Y 7-^^^f-A. 
[0001] 

[0 00 2] 

[fi£*©«^] «»«(0«9#^lE£t4ilOtt£« 

«. ^«©a®*i3f{ctt*is^t»©iHSffi©Kr*pa 

is a >r 9 ^KBSLTttar/l-f a >©^"a A*^ 
t{W6n/cROM(Read Only Memorv)^^^© 

Sr^ROM43?}«!TS^. urc^ 0 
[0003] ±iBE*gm£tw©;fr&4 ir«. isrtK 

[0 00 4] *yt. iSfiC*}l>tB. y-AH2>^-3f 



3 

394«BH«9*^Lt:SSRSft. «E=J>fcT 
[0 005] 

[0 00 6] ^fC4*>?flH*fefr&MKt/ft:J§ 

n. fmJS§f*^n-en©(£i*gtcirg^$n-c us 5 £ £ 

[0 0 0 7 ] ±KE©iSC?m£aRI«6©=>>t:-*- 

[0008] se-p-c. tm.wmm^^7-Mt^m<ov'v. 
t-an> t -entente. 0 fc#ffl© v 7 r * rifi&9pci> 

[0009] an^r. MPiiffi^xT-Afcte^-c. &m 

tfi© 3 > fcf a - *4g3fc«#> ft-e*a#ffl© V7H»i 

^<DSiatt««eaiisoa!W£fc«fg-3r. .toffinfcM 30 
•5. 

[0010] *»W«±E*K«:**. tt««0#H8! 
[0 0 1 1 ] 

<. #£693©S»:*JI l(CH»3«ttttM». 9 40 

£ fe(C2f:«:$IJ®3|J©y fCgg&Sn-SWE Blf — 

[0012] *^W©iS*3B2 CcHfe*Xtt«* »F9 

©* 9 h «7 - * (CjgiDS 3 *l & £ £ (C*ft§IJtapg[5©^ 

■S*Be»*9 |-7-i'^fA-C*^T 1 WEBV-^ 
-it. a>fcr»-#tt5|5BI*ttfl9 0*» 

mmmD'gmmmzmm-r zmmimmzzmz. z> c £ 50 
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[0013] 2|s%DgcDli^a3 CCMfcSiSEclt* 9 h -7 
-i-i^f-AW;. 8B#:g2K:iB*K©i8&»* 9 b 

•^nT*oT, w8b*shmb». *sa»*:*iarrs 

[0014] *mi<Dm&m4 t£.Mt>z>m&i&% ^7 
-ins^T-M*. §8*312 s/c«iss?Ji3{c3eis©ji^ 

wm>v- a*- F©a»etiHa-c** c £ *<&mt l-c 

[0015] *#EK©»*3S7 CC[18fc>£j&Stta* » h V 

^fAT*ot, ima*9ffi*itx. ^^©^±tt$s 
[0016] mm<Dmim& K.mioz>M&m* 9 b 

-ZisXy-MZ. »#JS2CCiB*S©ifflKt8* v r 

^fAt*ot, Bttseeait««. ie&«©£Ji©y 
-Ar-z-cb&c ±*w&t ore**. 

[0017] 3t£^©if^ 1 3 {CM*>*ifi&«* 9 h 
9-i">X^A«. ff3fcII2K:lBiS©$!fttg* 9 h7- 

«. ^o^Ag/cli^-^^Hirsy'n^A^M 
[0018] *&9J®SINai 1 4 &c|WfcSj8t$t£* 9 r 

—mic&m<DM&m* ? h7-*->xfAta^t. t? 

IB* 9 h ■7-f*^i/-rJiK«©«11IHa*«ffll'i-4«: 
FBI/. §rS©S!iE^S«cJ:0#S©Jaffl^lcRE^LfcC 

[0019] *#6b^©i»5}c« 1 5 icmt>2>mmk* » h 

7-7^fAii, st^ai 2^618*^1 4 ©t,»-r^ 

tB*(*$ijiaisi5©^* «. &iEJ3?tiHW©jets«ai!3ij 1 

D£WU *9 h V-i'€:/lL--CStJ1S© i gSfS#a?rM 
ffl-r^CC^U. X»«K8II I D £ At) I D £©M££tf 

®£LTl^„ 
[0020] 

[^©*J6©^Si] WT. SM6«*SVi-|aHK:a-3i» 

[0021] *mmm-c$>z»&m 1 «, 01 tc^-r«t: 
•5cc, y-A-fe>$-i?©ffiF*9Sc*iti-rs:t,HcLANa 

ocal Area Network)*^lg5 ^1. JU-^-Rl. R2. 

Rn. &mmm<m™W)$: ft » hc 

SM^ti-CfcO. $e>{c-9--f^yny^y I SPcite 
met Service Provider)^ 6 ^ISIil^d 1, d 2, —5: 
tf - 0 1 ©©a^ffiffl-r £ > < V n >( n > f ^ - 
f*S*ti)Pl, P2. -tcSi^3tiri>S. 
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[0 02 2 ] £tc, HBSfc-f 
h£/rU Se>CC«^SfSiiC0^T), PHSCPerso 
nal Handy-phone System) >ffl®^rHf "T^^iUS l>j^ 
1 (7)fl^«fflt *8Rf?1f $R3S*«(=» > t » - 
***«)kl, «»«SS«C3>t*-*»*«)k2, 

[0 02 3] ±IB^Va>pl. P2, 9t5m«B83c 
«£kl. -CCtt, OS (Operating System) £ LT^Jx. 
« % WINDOWS Me (Stt>«) tfJMRStl, *~A^ 

Fx^^7'a-7 (SiilS^) (Internet Exp 1 o 
r e r (mmU) ) «^y-^*ffifljT£fc«>cr> 

OSra«) (Outlook Express (^HStl) ) 

[0 02 4] ±fSifi&t8l (ll, 12,-, ln)«, 0 
2 &CtjVT 5 &C, I P (Internet Protocol) 

T FUX^tt£ft£WEB (World Wide Web)Uw*— 
w(wl w2, — % wn^fil^h, A-fe>^— CD 

jErttcfcot, jagK«i<oga#ccffifl33<i, y-A-fe 20 
®)Gp i*j &v 2 pg&ct&g sns^v3>p>t:*- 

*«*»)Gp 2 SCiCCLANiUTSSKSti 

[0 0 2 5] ft*5* LAN^7-Ailt«-f-n? 
h (9«lSttt) (Ethernet (9»jBftR) ) 

[0 0 2 6] ±EAV3>Gpl ^V3>Gp2CCtt, 
OS(0peratinq System) £ 1/TWt tt, WINDOWS Me** 

WAtf-f>^-*v h^^X^'P-^ (Internet Explo 

rer)<h> — ;l/Srffiffl"i"S/c««>©>— Jl/Wffl 

K WlttT^ h^Uy # • X.ZXVl'Z (Outlook Expr 

[0 02 7] XSHftltt, 03 (a)&C7nr<t^Cc, fftft: 
»f¥in^»fW!f«c*>tiS»f¥BPls, ®£? 
« 1 <0«7i«WT «Cfcti4«5» 1 h . *<fc tfWftftiffl 1 

1 c£fixtfi>#3ft, 9SK«MflPff 1 c«c»y*u 1 c 

m7&^X.6nn^ 0 40 
[ 0 0 2 8 ] y ^r'J 1 cm^lSStt^^y , 0»£ 
&£N V R A M (Nonvol ati 1 e Random Access Memor 

yyratK iSS«*fJt»^n^A(gaif$R) 4 y-A* 

±«*o, ** <t tf««y- at- # 
[0029] -eur, rn&mmmv 1 c©y*y 1 cm 

WEB1f-^-wK:««S*ir«SE3ti. WEBU" 

-^-w#y*y 1 cmtcr ^-fex-r&c y 50 
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-At-FfflKE. ^±tft»**HI, Si^-Af-^ 

[0 03 0] CCT\ j®&»fJiPgJ51 c<0*-rf*"J 1 c 
irftCteMftimmvMffltmm I D (Identification)** 
tfZft, PtWPh<DM*:*) 1 cnr^CDT ^-feXCCfgLT 

ttftttSUJiJI D<b A* I D^gCbftttfcJ^-t'J 1 cm 

[0031] x^mssi 1 Dttass« 1 <Dsm# 

[0 0 3 2] ±ldWE BUw«-wW\ SSfit«BI*T4 
M P U (Mi c roprocessi nq Uni t) t J ^ % SlfS 0 /c 

[ 0 0 3 3 ] WEBIf-^-w&U^ H3 (b)iC^J: 
5CC % H T T P D (HyperText Transfer Protocol Da 
emon)wh, H T ML (HyperText Markup Langage)? r 

(mmm) (Java (aStttt) ) , <a« 
ffi«) (Perl (S«ffi«R) ) . (9»lS 
S) (Visual <2»afS) ) C+4»<D^n^S 

>ysB*fl3i>r«jSS*i4CG 1 ^ny^A^r-ou 

<Dtc&)<DC G I (Common Gateway Interface) ^ D 

A? *;i/^wc3&^4g$nT*50, ^7^7>hr^^ 

^V3>(Pli P2, -\ kl> k2 v Gpl Gp2f)^ 
6©fi*CCJ:»3 HTTP D(wh)^lt HTML 

[0 0 3 4] CCt, CG I ^D^A7r>fJKt S 
IiE^^^A^P^^A(^iE^IS), *-A^-j;<i:l« 

urntf ^n^say-AtD^i^-^^ftfflo^py 

^A. y-A^-HRSflao^n^AC^-^^H* 

A(^^©)*jJ:c>'iS^«*iJa^ny^AO>f 
;uffl^'n y 7 a (^ p ^7 ASH^SJUOS^ ft y 

[0 0 3 5] 3 WEBIf-^^wKlW. 7>j-) 

xT, >>xT^ ^Tl^CDF TP (File Transfer Pro 
tocol)WffiV^ h^x7wR DPEC(3oint Photographi 
c Experts Group)? r 4 )1j&&&1tt3xaF (Graphics 
Interchange Format) V r A )\sJ&tt>Wfo ? r A ^**IS 

^$n€>lii^?^;uywg, f^r 

^^i^wm, ^ocfcc^JavaT h^^Jl/yw j^ 

3WS«3nt:*JD, FTP«fflV7F^x7wFM 
t^Ci(a^CGl7*P^7A77^;k 3tl>«*<D 

[0 0 3 6] 04^Sy-A(DS@(D^?:tfft ; 5/c 
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[0 037] iSJSy-A© b ? 7^-^k p 1CC». 7c 
1> ^mit*r /cast>0 >T > ^7 a t^- 3? ^It k p la, 
y-A*- F©B9SSrtf«c^/c«)©y-A't- FRSEk 

[003 8] CCt, ^>#A:r-£i6ftk Pla£^ U 
7^1-4i 4 C G I ^ 7 r >f il'CDKJSy- A© 

[00 3 9] Tttto^ KWy-AOh^^-ykp 
KOHTMLtCti, CG I 7'P ?7 A7^i^w cCD$tj£I§ 

[0 04 0] y-A*r- FSSEkplbfc^ y v 9 

(oy-A-t-Faasefflo^ny^AWUffSh, y-A 20 
[0041] -rtt*>%, jwy- acd b v p 

KOHTMLtCtt, y-A*:- FR£k plbtC^-iP 
KKSfflO^o ^7 AttttRy- A®y- A*- KR5E 
[0 042] |5U§tc v Siy-Af-^kplc^^'J * 

7 4- ;^wcrt(D^Af- £&tfI/8<D:7'P y^ A^g| 30 

tfsn, y-A?*-*©^ ^oY-Af-^n 

[0 04 3] Tft*>*>, gSy-A©h;^^kp 
l©HTMLtC«, Say-Af^-^k plctC»;>^*T 

* aaais© 7*d^7a y- a ©say - a ^ 

[0044] ±i$©£n< , ±iBjttS«OjftH«lS/X^ 

a«. y-AH2>^-rt©jae?ai <ty-A-fe>#-© 40 

fI^W^^'V3>Gpl Gp2£teLANUCT 

k:L 8W«IS«k2»itt*v 

/M/r«»sn*<iai#j«)or. anaaiotit 
hwwmmw* 1 c©^y 1 cmccr ^-bx-rsci 

50 
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[0 04 5 ] SMC. ±^©^©iSt$m©i*Pi i gS>'^ 
f*AC7)«ffiCcoi^TI2 6 ©? P - * * - r *ffll>TBi9J 

[0 04 6] CCt, ifi&f8l©t&S§y-A<^>#A 

^mit^s^tf & 5 *>©£-r £ 0 

[0 04 7] (^f77'l 1 ©«*&«, ffig© 

r3>b*^-^^^t^(Gpl, Gp2, pi p2, kx k 

wmzm^ l x mm<DW%m 1 ©«s y- a cdms**? 

^^t^A^-^OURL (Uniform Resource Locato 
[0 04 8 ] C^^5r^2)^^1f©«ffiCCj:0, ftfffl 

tic, ^7-k, d*a*t* i dh 

[0049] CCt, I DBBEBiffiWMffl* I D. 

Y<Dmwmmtmw®m\\ 1 D©Bffi«ffl<fc©2o 
[0050] *arc*s@jt©wfl§* 1 d, 

ax 7- F, *j J: V«ia*ff ft 1 ©jffiSAtt&a 

I D^A^T^o 

[0 0 5 1 ] :73-i) ST. CG I ^ay^ACc 

J:WMID t ^x»7- FOKSE^tT&toti. 
ft/c«ffl^ I D, AX?- F"C3tc^»^WAftffl6*tftt*> 

[0 0 5 2] (Xf77'3-2)^l^ CGl7'ay7A 
[0 05 3] (X7^^4)A#3ftfc#Jffi*I D, Ax 

cgi 7u#vJ*fc&v\t)Zfttcmmkmi\i 

D*Wr*ittjK«l © WE B*-^-<OjBffl*tf«c5* 

[0 05 4] COiS^tS, «^y-AO»ff©A:8?)©y 
^ ^ -lit h ^ k pi® 4 #1)^?^ X 

[0 0 5 5 ]^±tf7 :r -^(Dailt^Tft ; 5i#^, 
^7Af-^iltkpla^^ y v 

[0 0 5 6 ] C^^^^5)SJWy-A©§S±f s -»ai8t 

ffl^py^Aj&ssitfsn, i£My-ACD^>#Air-£ 
[0057] c 5 ir, BffM©®^ 1 ©tssy-A© 

[0 05 8]^, (X7 u »^^4)CC*5C^r, «®y-A 
©y-A*-FOR)E4ff«c5»^W. y-A*-FH 

jgk pto*^y ^^-riciccioy-A*- k©rs 

[0 0 5 9]RI«CC, C^f-^^4)K:*5l>r. «»y- 
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[0060] cct, mi*. ia®-y-A^©y-A 

(-'©^©WiLT. XP » hv»©y-A*- 

[0081] jif. v-7t/y<Dim.mm&.<DWtM 
[0062] m&ma&ttt. ^'omm^m^^f&sL 

s85£l#>6185£6(c#w > tt««:j£t;r 6 

[0 06 3] i^b. i y-A(c*jt^-c, mfemWLX- 
%±jt)(-y- A^-->-^-)(c-r-s <t(,^ ^-t^y-Aci 

[0 0 6 4 ] #"-^xy-A©tHJg[5Ii!j£, o 
~5H©M*ia>©1185:<!:U 0 £!SS£0;fc&6BfT^± 
a&B&U 3£l^t/;fcfc6B*"-7-xy--A£3lp]j8l 

[0 06 5] iEfeWOWjeo^fefrOJ^tatClE 

[0 06 6] 3 '&<DJ$£.&mi$ l Utcm-&tC&^to 
3tt£^#;l>©tfclfc©f3!5£, £/cB. f ©<&©*§££& 
l> tU 3 ti £ y 30U©tfcfSt©ia5£#i * & „ 

[0 06 7] s^b. issMffl©^' a >*mtR 

T**a»tH©KJE***4. 

[0 06 8] {?iRB. UT^Xf^ddiWBB)©*^ 
(CIS, B GM©*S<h& bt,^' 'Jl-fa >&C^£-T£, 
^X^-f (|?1<MMiB)©*l£K:«. Xb-f^BG 

[0 06 9] «t>tt. i B B B ^t*>St^S(i^ 

[0070] mz.it. tas£ i \xmfflnto*mmnm> wt 

B^f >*;l/2©j£«f#>6©— iKfiNRJflrt. ^4(if 
+ > 3 (OfSMiP 6 ©-fl5W$Rlgrt £ JEft . 13:^ 1 ~ 

is^ 4 ©f5jn*^®iR-r 5 . 

[0 07 1] CCt, ^F«9S©3>7 i >^W?*Slg 

[0072] #cc. tizsmy-^r-zmmoimtL 

[0 07 3]M^«, l^SB^0©iSg?tf«4iRSi 
[0 074] 1 BJiBJCtoW*. ®3m<DS Z>\,&M% 
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[ 0 0 7 5 ] *(r>tt. l^ta^O©*^/^^^ 

£tea-rs, -r&t>*>. b-vytf-T-xcA-^/c^©©: 

j£3)A?t[Bl&, tTfetoti)ty-A©lHl^?rfflS-r 
[ 0 0 7 6 ] ±^©0U«, ^D^v-»iU»L. 

4>©r*s. 

[0 0 7 7 ] iC5-C, -e©ffe©y-At»$RMa©««I<!: 
UTB. 0»*.tt\ ^Lfci^-rtg«$R©miS*ay 
^y-OU^ffJJBUTIRifU i7-rt^t»$R©JlJS<tt, 

lairr*. fit, 3>e»-*4£*« 

[007 8] *(,»»*. ffi. : t©JS^fr3>f ^ 

20 ->«5R«tfflV»-C. jgftt£l©&S©y-A*-K© 

[0079] */c. ^a^Ccto'gfflsn^jg^i© 
s. sy-AS, *jj;o'y-A-fe>2-«©y-AH 

St *8PSP©A«. teiO^hiRA, cne§ 

m. *i»b. ctxe»#sttig©jMs. ^^©^it«« 

30 [0080] iiati^cJrttB. Sffii5tS(CWE B-U-- 

enso-c, iis«©tiM^«3 > e f 

«Ks«*ffifflbrttWE B1?—A-©«iSffl*-A^- 

y(cr^-fex-rac£icj;o, WEB-9--^-*>e>>ss 
«aUi»SB«:>[ttr->X7-A®aWf/j:ton. iS 
St8©y- A*- K©sS3£, «««©56±W*fl-. ®^ 

^©say-A^-^saa. m&mfflwyuy^&ou 

>xh-;U, ;<-y a >7?^. jaS«©y-A©$fl® 

-A-^-^WBafiil?©^^ ^MS^Dltg <!; -5 . 
40 [0 08 1 ] &tc, ±.m<Dfm<. 3>f^-i»iS*t8|{c 
«fc«3-f>f-* ^ h*/M/ri®^fil^-r<b'>X^AKi 

ffl*spjfie-c*s©r. jiStS©^!!*^, -/-hfii-cv 

Xr-AffiIl7!)5D7fie-c$)^> 0 

[0082] g/c. Sig^CCitji©WE B1^-^'->& 
WEB1tw{-«r/MjeS«tcW-3-S'>X^AJ!i 

iwfttoniot, js^©ga««^i9>sissts(c 
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[oo83] tit. &Mm®,ic*m<DWE B&m&mm 
snscifc^o. Bm<DtffflJ>y 7&±xm%)ici£ 

[oo85]sfc, &imimm<mmsmM i D*tt 

m I D i Kt) I D ieoSBBESff «c 5 c itc <fc 0 . ig&H 
[0 086]*fc, SjeS«H*©jffia«^!l I Dtt. 

[0 087] *B«««:»r*2/^f-Aj8HIKH»L 
(C J: 0 itttt«©ffil#©»3©&« nllBt?* 9 . >®t$t£© ^ 

[oo88]^t. «#E<$©s«ia:5£. j®t5tSOtt$R 
[0 08 9] ±j^fc5£itWc:tel>-Ctt. &&& 

kw e b as s nr i #w u . 

we b j^-ri/feasarttcrtBishrtiS 

Kr»-5T4J:i,>. c ©*§£■«:«. WEBt-A-ta 
[0090] ±icufc*»wcctei»-c«. »iS8l 
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(57) [Abstract] 

[Technical problem] The technical problem of this invention is from the computer 
terminal machine of a remote place for various setup of a game machine, information 
gathering of a game machine, etc. to offer the game machine and game machine 
network system which can realize the remote managerial system of the low cost 
which can be system processed to arbitrary game machines. 
[Means for Solution] The game machine network system in connection with this 
invention is a game machine network system possessing a game machine equipped 
with the WEB server connected to the memory of this organization section while 
connecting with the network of the Internet or intranet, and the WEB server is 
characterized by having an information processing means to carry out network ** 
using a computer terminal machine, and to process the management information of a 
game machine. 
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DETAILED DESCRIPTION 



[Detailed Description of the Invention] 
[0001] 

[The technical field to which invention belongs] this invention relates to a game 
machine and relates to the composition of the game machine in which system 
processing is possible, and a game machine network system from the computer 
terminal machine of a remote place to game machines arbitrary for a setup in game 
mode etc. at a detail more. 
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[0002] 

[Description of the Prior Art] the case where the manager of a game machine sets 
up a game machine conventionally, or the sales information on a game machine is 
acquired — the installation of a game machine — going — the door for adjustment 
of a game machine — opening — direct work, for example, game mechanism 
business, — exchanging for old ROM of the game inside of a plane ROM (Read Only 
Memory) on which the program of a new version was printed on the occasion of 
upgrade of a program etc. — . 

[0003] There is a form which works by RIMOTO from the place isolated from the 
game machine as methods other than the above-mentioned direct work using a 
cable or radio on inside of a shop. 

[0004] Moreover, in recent years, the game machine and the computer terminal 
machine of a remote place which are working in the game center etc. are connected 
through the telephone line etc., the input data of the coin to a game machine, the 
state of a game machine, etc. gather information, or a state setup of a game 
machine etc. is performed by the operator who uses this computer terminal machine. 
[0005] 

[Problem(s) to be Solved by the Invention] By the way, as mentioned above, the way 
an operator goes to the installation of a game machine and works directly to a game 
machine for [, such as a setup of a game machine and sales information on a game 
machine, ] acquisition must work for every game machine, and has the problem that 
great rating occurs. 

[0006] Moreover, if the method of working by RIMOTO from the place isolated from 
the game machine on inside of a shop is compared with the above-mentioned direct 
work, although it will save labor, while work will be done for every store and a work 
site will be limited to each inside of a shop, work with the form of RIMOTO to the 
game machine of a sel^store to other stores is impossible. 

[0007] Moreover, a protocol with the respectively original remote managerial system 
of the game machine to which an above-mentioned game machine and the computer 
terminal machine of a remote place are connected is adopted, and the software of 
the exclusive use corresponding to this protocol that controls a game machine is 
carried in the game machine, respectively. 

[0008] Therefore, many protocols and the software of the exclusive use 
corresponding to it are required for this remote managerial system, system 
resources, such as software, increase cumulatively, and system cost is soaring. 
[0009] In addition, in the remote managerial system, since software differs, it is 
impossible to control simultaneously the game machine with which the software of 
exclusive use is carried from the computer terminal machine of a remote place, 
respectively, and in this contractor, progress of the rapid information technology of 
these days and a game machine which can realize the more excellent remote 
managerial system conjointly are desired strongly. 

[0010] this invention aims at offer of the game machine which can realize the 
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remote managerial system of the low cost which can be system processed to 
arbitrary game machines, and a game machine network system from the computer 
terminal machine of a remote place in view of the above-mentioned actual condition 
for various setup of a game machine, information gathering of a game machine, etc. 
[0011] 

[Means for Solving the Problem] The game machine in connection with the claim 1 
of this invention is characterized by having the WEB server connected to the 
memory of this organization section to attain the above-mentioned purpose while 
connecting with the network of the Internet or intranet. 

[0012] The game machine network system in connection with the claim 2 of this 
invention is a game machine network system possessing a game machine equipped 
with the WEB server connected to the memory of this organization section while 
connecting with the network of the Internet or intranet, and the WEB server is 
characterized by having an information processing means to carry out network ** 
using a computer terminal machine, and to process the management information of a 
game machine. 

[0013] The game machine network system in connection with the claim 3 of this 
invention is a game machine network system according to claim 2, the 
aforementioned management information is data which control a game machine, and 
the aforementioned information processing means is characterized by being a data 
change means to change data. 

[0014] The game machine network system in connection with the claim 4 of this 
invention is a game machine network system according to claim 2 or 3, and the 
aforementioned management information is characterized by being the setting 
information on the game mode of a game machine. 

[0015] The game machine network system in connection with the claim 7 of this 
invention is a game machine network system according to claim 2, and the 
aforementioned management information is characterized by being the sales 
information on a game machine. 

[0016] The game machine network system in connection with the claim 8 of this 
invention is a game machine network system according to claim 2, and the 
aforementioned management information is characterized by being various kinds of 
game data of a game machine. 

[0017] The game machine network system in connection with the claim 13 of this 
invention is a game machine network system according to claim 2, the 
aforementioned management information is the program or data which controls a 
game machine, and the aforementioned information processing means is 
characterized by being a program change means to change a program or data. 
[0018] The game machine network system in connection with the claim 14 of this 
invention is a game machine network system given in any 1 term of a claim 2 to the 
claim 1 3, is faced processing the management information of a game machine 
through the aforementioned network, and is characterized by limiting to a specific 



2002-297824 



6 



processing person by the predetermined authentication means. 
[0019] The game machine network system in connection with the claim 15 of this 
invention It is a game machine network system given in any 1 term of a claim 2 to 
the claim 1 4. the memory of this aforementioned organization section It has the 
game machine discernment ID peculiar to each game machine, and faces processing 
the management information of a game machine through a network, collating with 
the game machine discernment ID and Input ID is performed, and it is characterized 
by starting the aforementioned processing at the time of agreement of both ID. 
[0020] 

[Embodiments of the Invention] Hereafter, based on the drawing in which an example 
is shown, this invention is explained in detail. 

[0021] As the game machine 1 which is this example is shown in drawing 1 , on 
inside of a shop, such as a game center, LAN (Local Area Network) is built mutually. 
It connects with the Internet through Routers R1 , R2, — , Rn and the dedicated line 
(not shown). Furthermore, it connects with the telephone lines d1 and d2, the 
personal computers (computer terminal machine) p1 and p2 which the manager of 
the game machine 1 uses through — , and — from the service provider ISP (Iternet 
Service Provider). 

[0022] Moreover, each game machine 1 is simultaneously connected to the Personal 
Digital Assistant machine (computer terminal machine) k1 which the manager of the 
game machine 1 uses via a cellulai^phone network (not shown), a PHS (Personal 
Handy-phone System) network (not shown), etc. further, a portable telephone 
(computer terminal machine) k2, — , etc. through the Internet. 
[0023] In the above-mentioned personal computers p1 and p2, — , the Personal 
Digital Assistant machine k1, and — , it is WINDOWS as an OS (Operating System). 
Me (registered trademark) is carried and the exclusive software for displaying a 
homepage, for example, Internet Explorer, (registered trademark) (Internet Explorer 
(registered trademark)), and the software only for mails for using an E-mail, for 
example, Outlook Express etc., (registered trademark) (Outlook Express (registered 
trademark)) are installed. 

[0024] the WEB (World Wide Web) server w (w1 , w2, and — ) to which IP (Internet 
Protocol) address is given, respectively as the above-mentioned game machine 1 
(11, 12, — , 1n) is shown in drawing 2 wn) is built in and it is used for the manager of 
the game machine 1 on the inside of a shop of a game center. With the personal 
computer (computer terminal machine) Gp2 installed in the personal computer 
(computer terminal machine) Gp1 installed in the first floor of a game center, and 
the second floor, it connects as LAN mutually. 

[0025] In addition, as a LAN system, Ethernet (registered trademark) (Ethernet 
(registered trademark)) is adopted. 

[0026] In the above-mentioned personal computer Gp1 and a personal computer 
Gp2 f it is WINDOWS as an OS (Operating System). Me is carried and the exclusive 
software for displaying a homepage, for example, Internet Explorer, (Internet 
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Explorer), and the software only for mails for using an E-mail, for example, Outlook 
Express etc., (Outlook Express) are installed. 

[0027] As the game machine 1 is shown in drawing 3 (a), it has game machine 
control-section (this organization section) 1c to which 1s of control units to which 
operation of a control lever, an operating button, etc. is performed, 1h of displays to 
which the display of the game machine 1 is performed, 1s of these control units, and 
1h of displays are connected, and is constituted, and game machine control-section 
1c is equipped with memory 1cm. 

[0028] Memory 1 cm is NVRAM(s) (Nonvolatile Random Access Memory), such as a 
nonvolatile memory, and a game machine control program (management information), 
game mode setting data (data, setting information on game mode which control 
management information and a game machine), sales data (management information, 
sales information), various game data (management information), etc. are stored.. 
[0029] And memory 1 cm of game machine control-section 1 c, it connects with the 
WEB server w and is constituted, and when the WEB server w accesses memory 
1cm, system processing of upgrade of a setup in game mode, sales information 
processing, various game data processing, and a game program etc. is performed. 
[0030] Here, it is an impossible authentication system to access each memory 1cm 
of game machine control-section 1c to hachures memory 1cm with which the game 
machine discernment ID which the game machine discernment ID peculiar to a game 
machine (Identification) was attached, and authentication by the game machine 
discernment ID was performed on the occasion of access to memory 1cm from the 
outside, and was set up, and Input ID agree. 

[0031] In addition, diverting the serial number of the game machine 1 etc. should just 
set up the game machine discernment ID suitably. 

[0032] The above-mentioned WEB server w consists of MPU (Microprocessing Unit) 
which carries out data processing, and a microcomputer which accumulated memory. 
[0033] As shown to the WEB server w at drawing 3 (b), HTTPD(HyperText Transfer 
Protocol Daemon) wh, The HTML folder wf in which a HTML (HyperText Markup 
Langage) file is stored, And Java (registered trademark) (Java (registered 
trademark)), a pearl (registered trademark) (Perl (registered trademark)), The CGI 
(Common Gateway Interface) program folder wc for the CGI program file 
manufactured using programming language, such as visual (registered trademark) 
(Visual (registered trademark)) C++, is carried. Delivery of a HTML file, data, etc. is 
performed through HTTPD (wh) by the demand from the personal computer (p1, p2, 
— , k1, k2 and Gp1, Gp2 grade) which is a client, and the program (information 
processing means) of a CGI program file is performed. 

[0034] Here, CGI program files are files of various programs, such as a program for 
installation (program change means) of an authentication system program 
(authentication means), the program for the sales data total of the various games 
performed by coordinating with a homepage, the program for game mode setting 
(data change means), the program for [ various ] game data processing, a game 
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machine error information processing program, a game machine management 
information display program (display means), and a game machine control program. 
[0035] To the WEB server w, furthermore, the software wF only for FTP (File 
Transfer Protocol), such as freeware and shareware, The picture folder wg in which 
the image file of JPEG (Joint Photographic Experts Group) file format or GIF 
(Graphics Interchange Format) file format is stored, The voice folder wm in which a 
voice file is stored, the Java applet folder wj, etc. are carried, and the file transfer of 
a CGI program file or other files is performed by using the software wF only for FTP. 
[0036] Drawing 4 shows the top page kp1 of the homepage for performing various 
kinds of operations of a horse race game. 

[0037] Various game data kp1c for performing processing of game mode setting kplb 
for performing a setup in income data total kpla for totaling sales data and game 
mode and various game data is allotted to the top page kp1 of a horse race game. 
[0038] Here, if income data total kpla is clicked, the program for the sales data total 
of the horse race game of a CGI program file will be performed, the page kp2 of an 
income data total of the horse race game shown in drawing 5 as the result will be 
displayed, and income data total processing will be performed. 
[0039] That is, it is beforehand specified as HTML of the top page kp1 of a horse 
race game so that the program for the sales data total of the horse race game of 
the CGI program folder wc may be performed. 

[0040] Moreover, if game mode setting kplb is clicked, the following page (not 
shown) is displayed by the function of a hyperlink, the program for the game mode 
setting in the CGI program folder wc will be performed continuously, and processing 
of game mode setting will be performed. 

[0041] Namely, it is specified that the following page links to game mode setting 
kplb by HTML of the top page kp1 of a horse race game, and, as for the program for 
game mode setting, specification is beforehand made in HTML of game mode setting 
processing of a horse race game. 

[0042] Similarly, if various game data kp1c is clicked, the following page (not shown) 
linked by the function of a hyperlink will be displayed, the program for game data 
processing in the CGI program folder wc will be performed continuously, and game 
data processing, such as acquisition of game data and a display of a game data 
history, and a display of the various contents of game mode setting, will be 
performed. 

[0043] Namely, the following page is specified that it links to various game data kp1c 
by HTML of the top page kp1 of a horse race game, and, as for the program for 
[ various ] game data processing, specification is beforehand made in HTML of 
various game data processing of a horse race game. 

[0044] Like ****, the remote managerial system of the above-mentioned game 
machine The game machine 1 in a game center and the personal computers Gp1 and 
Gp2 which the manager of a game center uses are connected in LAN (refer to 
drawing 2 ). the personal computer (p1, p2, — ) which the manager who operates the 
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game machine 1 and the game machine 1 by remote control uses on the other hand, 
the Personal Digital Assistant machine k1 , and portable telephone k2 grade are 
connected through a network (refer to drawing 1 ) — it is — The manager of the 
game machine 1 can perform system processing to the game machine 1 by 
accessing the WEB server w of the above-mentioned computer terminal machine to 
the game machine 1 of arbitrary places, and accessing memory 1 cm of game 
machine control-section 1c from the WEB server w. 

[0045] Next, employment of the remote managerial system of the game machine of 
above-mentioned composition is explained using the flow chart of drawing 6 . 
[0046] Here, income data total processing of the horse race game of the game 
machine 1 shall be performed. 

[0047] (Step 1) The manager of the game machine 1 uses arbitrary computer 
terminal machines (Gp1, Gp2, p1, p2, k1, k2, — , etc.), displays the screen of Internet 
Explorer, and inputs URL (Uniform Resource Locators) of the homepage which 
processes the horse race game of the desired game machine 1 . 
[0048] (Step 2) User ID, a password, and ID authentication screen (not shown) that 
inputs the game machine discernment ID are displayed on the display of a computer 
terminal machine by the function of a browser. 

[0049] Here, ID authentication screen may consist of two screens of User ID, the 
authentication screen of a password, and the authentication screen of the game 
machine discernment ID. 

[0050] A manager inputs the game machine discernment ID of the user ID of the self 
which is secrecy, a password, and the game machine 1 that performs processing. 
[0051] (Step 3-1) Probably, authentication of User ID and a password is performed 
by the CGI program, and when it is not User ID and the password which were 
registered, processing is not performed. 

[0052] (Step 3-2) Subsequently, authentication of the game machine discernment ID 
is performed by the CGI program, and when it is not the registered game machine 
discernment ID, processing is not performed. 

[0053] (Step 4) When agreeing with User ID and the password which were inputted, 
and the thing into which the game machine discernment ID was registered, the top 
page of the homepage which processes the WEB server of the game machine 1 
which has the game machine discernment ID inputted by the CGI program is 
displayed on a display. 

[0054] In this case, the top page kp1 (refer to drawing 4 ) which is a menu screen 

for operation of a horse race game is displayed on a display. 

[0055] When totaling sales data, income data total kpla is clicked. 

[0056] (Step 5) The program for a sales data total of a horse race game is 

performed, and the page kp2 of an income data total of a horse race game is 

displayed on a display. 

[0057] In this way, income data total processing of the horse race game of the 
desired game machine 1 is started. 
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[0058] In addition, in (Step 4), when setting up game mode of a horse race game, 
processing of a setup in game mode is performed by performing the program for 
game mode setting by clicking game mode setting kplb. 

[0059] Similarly, when processing the various game data of a horse race game in 

(Step 4), processing of various game data is performed by performing the program 

for [ various ] game data processing by clicking various game data kplc. 

[0060] Here, a setup in the game mode of a slot machine is illustrated and explained 

as an example of a setup in game modes for example, other than a horse race game. 

[0061] First, there is a setup of the game difficulty of a slot machine. 

[0062] The probability that formation of the role to which a hit pattern is equal to 

game difficulty will appear is divided into setup 6 from ** from six stages 1 of 

difficulty, i.e., a setup, and is set up for any of six steps of inside being according to 

a situation. 

[0063] Or in one game, there is a setup of the number of times of an appearance of 
the bonus game of carrying out for killing after playing the game of the number-of- 
times bonus game of predetermined (formation of a role was realized) (game over). 
[0064] The number of times of an appearance of a bonus game is made into which 
[0-5 times of ] the number of times, if 0 is set up, if the close sets up nothing and 
3, after it will play the game of the bonus game 3 times, it will be killed, and if 5 is 
set up, after playing the game of the bonus game 5 times, it is determined that it 
considers as the close etc. 

[0065] Or according to formation of predetermined conditions other than the above, 
a setup of close conditions made to interrupt advance of a game exists. 
[0066] Furthermore, there is a setup of the number of sheets of the medal paid out 
when formation of a role is attained, or a setup of the number of sheets of the medal 
which is paid out in the case of others. 

[0067] Or there is a setup of the game production which chooses the variation of 
game production. 

[0068] For example, it is ** to set it as the variation of BGM speedy in MANZUDEI 
(day only for males) set as a variation with BGM gentle in Lady ZUDEI (day only for 
women) etc. 

[0069] Or in the case of the game machine 1 carrying the sub drop (not shown) 
which is a liquid crystal display, there is a setup of a change of the content of a 
display in a sub drop. 

[0070] For example, the general information guidance from the store of a channel 1 
and setup 3 are determined as the general information guidance from the store of a 
channel 2, game production, and game information and setup 2 determine setup 4 as 
the general information guidance from the store of a channel 3, and setup 1 chooses 
any of setup 1 - setup 4 they are. 

[0071] It is also possible for the contents of the content of a display not to be 

beforehand stored in equipment, and to download through a network here. 

[0072] Next, a slot machine is illustrated and explained as an example of the various 
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above-mentioned game data processing. 

[0073] For example, the game information per one business day is collected, and it 
considers as management information. 

[0074] The information on the rate of reward balls which is a ratio of a game visitors 
medal injection number of sheets in one business day, the medal expenditure number 
of sheets to a game visitor, these medal injection number of sheets, and medal 
expenditure number of sheets is acquired. 

[0075] Or the number of times of great success generating per one business day is 
grasped, namely, the number of times of big bonus (formation of role of great 
success) winning a prize, the number of times of regular bonus (formation of role per 
inside) winning a prize, the number of times of the performed game, etc. are grasped. 
[0076] Although the above-mentioned example was explained as a slot machine, it is 
applicable to game machines other than a slot machine suitably. 

[0077] By the way, or it acquires the history of the generated content information of 
an error as an example of other game information processing using a log file, for 
example and records serially as a history of the content information of an error, it 
classifies according to an error kind, records, and he is able for a manager to display 
on the display of a computer terminal machine, or to search suitably. 
[0078] Or a manager is able to display and check the content of a setting in various 
kinds of game modes of the game machine 1 in arbitrary places using a computer 
terminal machine. 

[0079] moreover, as general sales information on the game machine 1 managed by 
the manager for example, every various kinds of every [ in each game center per 
day ] game machine, and the game machine 1, every game, the number of times of a 
game for every game center, a game visitors number, and a sales income or 
There is total information, such as every week of total information, such as an area 
exception of these various information, an all-prefectures exception, a district 
exception, and a country exception, or these various information and every month, 
etc. 

[0080] Since each game machine is equipped with a WEB server according to the 
above-mentioned composition, the manager of a game machine by accessing this 
WEB servers homepage for processing using a computer terminal machine System 
processing is performed from a WEB server to the game mechanism section. For 
example, a setup in the game mode of a game machine, the sales total of a game 
machine, various game data processing of a game machine, Various processings of 
perusal of installation of a game machine control program, upgrade, installation of the 
control program of the game of a game machine, upgrade, and various game data etc. 
are attained. 

[0081] Moreover, since system processing of as opposed to a game machine by the 
computer terminal machine is possible, when the manager of a game machine uses a 
notebook sized personal computer, a Personal Digital Assistant machine, a portable 
telephone, etc. through [ like / **** ] the Internet, in arbitrary places, such as a 
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remote place, the system processing to a game machine is possible. 
[0082] Moreover, since it has a WEB server common to each game machine and 
system processing to a game machine is performed through a WEB server, the 
system processing to all **** game machines is possible for the manager of a game 
machine, the system processing to a very efficient game machine is attained, and 
work cost is reduced greatly. 

[0083] Moreover, since system processing of all game machines can be processed 
with common software while all the existing information infrastructures can utilize 
effectively by applying WEB technology common to each game machine, the 
construction cost of a system is very cheap. 

[0084] Moreover, since system processing of all game machines can be processed 
with common software, the various data of a game machine can be easily used for 
various purposes, and it can utilize as management resources. 

[0085] Moreover, the security of system processing of a game machine improves by 
giving the game machine discernment ID peculiar to each game machine, and 
performing authentication with this game machine discernment ID and Input ID on 
the occasion of the system processing to a game machine. 

[0086] Moreover, the game machine discernment ID peculiar to each game machine 
is utilizable for various system processings to a game machine as a key of each 
game machine while it is applicable to specification of a game machine. 
[0087] Moreover, on the occasion of the system processing to a game machine, by 
performing authentication using User ID and a password, specification of the 
manager of a game machine is possible and the security of system processing of a 
game machine improves further. 

[0088] Therefore, the game machine and game machine network system which can 
realize the remote managerial system of the low cost which can be system 
processed to arbitrary game machines can be offered from the computer terminal 
machine of a remote place because of various setup of a game machine, information 
gathering of a game machine, etc. 

[0089] In addition, in the example mentioned above, although the case where the 
WEB server was built in the game machine was illustrated, if the WEB server does 
not necessarily need to be built in the game inside of a plane and matched with the 
game machine, he may be another object equipment. In this case, the communication 
with a WEB server and a game machine does not need to be the network of a LAN 
system, and may use the protocol on which it was original and settled. 
[0090] Moreover, in the example mentioned above, although the game machine is 
illustrated, it cannot be overemphasized that the game machine and game machine 
network system in connection with this invention can be effectively applied to other 
analogous devices. 
[0091] 

[Effect of the Invention] As mentioned above, since according to the game machine 
in connection with this invention a game machine is equipped with a WEB server and 
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it connects with the memory of this organization section as explained in full detail, 
various processings of a setup in the game mode of a game machine, processing of 
sales information, processing of various game data, upgrade of a program, etc. of the 
manager of a game machine are attained by accessing this WEB server using a 
computer terminal machine. 

[0092] Moreover, since system processing of as opposed to [ through the Internet ] 
a game machine using a computer terminal machine is possible, also in arbitrary 
places, such as a remote place, the system processing to a game machine is 
possible. 

[0093] Moreover, each game machine is equipped with a common WEB server, 
through a WEB server, since the system processing to a game machine is possible, 
the system processing to a very efficient game machine is attained, and work cost is 
reduced greatly. 

[0094] Moreover, since all the existing information infrastructures can utilize 
effectively since each game machine can be accessed using this WEB server from a 
computer terminal machine, and the system processing to all game machines can be 
processed with common software, the construction cost of a system is very cheap. 
[0095] Moreover, if it limits to a specific processing person by the predetermined 
authentication means on the occasion of the system processing to a game machine, 
the security of system processing of a game machine will improve. 
[0096] Moreover, if the game machine discernment ID peculiar to each game 
machine performs authentication with Input ID on the occasion of the system 
processing to a game machine, the security of system processing of a game machine 
will improve. 

[0097] Therefore, the game machine and game machine network system which can 
realize the remote managerial system of the low cost which can be system 
processed to arbitrary game machines can be offered from the computer terminal 
machine of a remote place because of various setup of a game machine, information 
gathering of a game machine, etc. 
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DESCRIPTION OF DRAWINGS 



[Brief Description of the Drawings] 

[Drawing 1] Drawing showing the outline composition of the hardware of the example 
of this invention. 

[Drawing 2] Drawing showing the outline composition of the hardware in the game 
center of the example of this invention. 

[Drawing 3] (a) It is drawing in which reaching and showing notionally the 

composition of the WEB server with which (b) is equipped in the functional block 

diagram of a game machine and game machine of an example of this invention. 

[Drawing 4] Drawing showing the top page of the homepage which processes the 

horse race game of the game machine of the example of this invention. 

[Drawing 5] Drawing showing the page which processes the income data total of the 

horse race game of the game machine of the example of this invention. 

[Drawing 6] The flow chart which shows the flow of management information 

processing of the example of this invention. 

[Description of Notations] 

1 — Game machine, 

1c — Game mechanism section (this organization section), 
1cm — Memory 

k1 — Personal Digital Assistant machine (computer terminal machine), 
k2 — Portable telephone (computer terminal machine), 
p1 f p2, Gp1, Gp2 — Personal computer (computer terminal machine), 
w — WEB server. 
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